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TENDERERS OIB : 37940245720
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Omisalj, 06.11.2014.
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SUBJECT: Delivery of the Clarification from the Contracting authority issued at November 6™ 2014, regarding the requested clarification from the
interested Tenderer regarding the published local open tender procedure, Contract title 2°0rd/0021/ADRIAIR - Equipping of airports upon
requirements of Schengen air transport, publication reference PRAG/03/2014/EN.

To whom it may concern ,

Here below is a question (request for clarification) from an interested tenderer and an answer (clarification) given from the Contracting Authority.
Q: Dear Sir,

Regarding to this tender we are submitiing a question:

13. Hard disk - Dobava i ugradnja Hard diska za storage, kapaciteta 2 TB: - kao tip: HDD/2TB/S-ATA RAID-HDD, Geutebriick ili
Jednakovrijedan
17. Laptop racunalo - Dobava, isporuka, ugradnja i spajanje korisnickog prijenosnog (laptop) racunala minimalnih tehnickih
karakteristika: racunalo sa jednim cetvorojezgrenim procesorom radne frekvencije najmanje 3 GHz, radna memorija: 1x4 GB DDR3, tvrdi
disk: SATA 500 GB, 7.200 okr'min, grafika:graficka kartica 2 GB DDR3, HDMI + DVI, mrezno sucelje: integrirani 10/100/1000 LAN
(RJ45), prikljucei: USB 2.0; USB 3.0, operativni sustav: Microsoft Windows 7 Pro, antivirusni program, dodatna oprema: USB HR
tipkovnica, USB opticki scroll mis, LCD 17,3" Full HD, kao tip: Koncar ili jednakovrijedan
18. Monitor - Dobava, isporuka i montaza profesionalnog 42" LCD monitora slijedec¢ih minimalnih tehnickih karakteristika: velidina
ekrana; 42, 16,9, Tehnologija ekrana: S-IPS, Rezolucija 1920 x 1 080p - FULL HD, Aspect Ratio 16:09, Kontrast 1300:1, Velidina piksela
[mm] 0.49, Svjetlina [cd/m*] 450, video sucelje: DisplayPort; DVI-D; HDMI; VGA [xD-sub 15 pin, Kut gledanja 178° horizontalno / 178°
vertikalno, Frekvencija osvjeZavanja: 60Hz, Boje: > 16.7 milijuna, napajanje: 220-240VAC, 88W, radna temperatura -20°C do +60°C,
komplet sa nosacem za zidnu montazu, kao tip: V423-AVT, NEC ili jednakovrijedan,
27. Mregni preklopnik - Dobava, isporuka, montaza, ispitivanje i pustanje u rad do pune funkcionalnosti mreznog preklopnika slijedeéih
minimalnih  tehnickih  karakteristika:Gigabit ~ Ethernet  IPv6  PoE,24x10/100/1000BaseTX  prikljucnica  RJ-45  PoE,
- 2xGigabit SFP sucelje, podriane mrezne norme: IEEE 802.3 10BaseT, IEEE 802.3u 100BaseTX, IEEE 802.3ab 1000BaseT, IEEE 802.3z
1000BaseX; IEEE 802.3x Flow control, IEEE 802.3af Pok, IEEE 802.3at PoE+, IEEE 802.3ad Trunk (Link Aggregation), IEEE 802.10
VLAN, IEEE 802.1p Class of Service, IEEE 802.1x Port Based Network Access Control, IEEE 802.1d Spanning Tree Protocol
IEEE 802.1w, Rapid Spanning Tree Protocol - raspon temperaturnog podrucja rada: najmanje od 0°C do 45°C, 10% - 90% vlaznosti,
- dimenzije: 440 x 220 x 44 mm,masa: 4,3kgnapajanje: 100-240VAC, max.195W, 180W PoE. - kao tip: DN-95316, Digitus ili
Jednakovrijedan,
28. Mregni preklopnik - Dobava, isporuka, montaza, ispitivanje i pustanje u rad do pune funkcionalnosti mreznog preklopnika slijedeéih
minimalnih  tehnickih  karakteristika:Gigabit  Ethernet  IPv6  PoE  -16x10/100/1000BaseTX prikljucnica  RJ-45  PoE,
-2xGigabit SFP sucelje,- podrzane mrezne norme:1EEE 802.3 10BaseT, IEEE 802.3u 100BaseTX , IEEE 802.3ab 1000BaseT, IEEE 802.3=
1000BaseX , IEEE 802.3x Flow control , IEEE 802.3af PoE, IEEE 802.3at PoE+, IEEE 802.3ad Trunk (Link Aggregation) , EEE 802.10
VLAN, IEEE 802.1p Class of Service, IEEE 802.1x Port Based Network Access Control, IEEE 802.1d Spanning Tree Protocol, IEEE 802.1w
Rapid Spanning Tree Protocol - raspon temperaturnog podrucia rada: najmanje od 0°C do 45°C, 10% - 90% viaznosti, - dimenzije: 440 x
220 x 44 mm, - masa: 3,4kg,- napajanje: 100-240VAC, max. 145W, 130W PoE. - kao tip: DN-953135, Digitus ili Jednakovrijedan,
29. Mregni preklopnik - Dobava, isporuka, montaZa, ispitivanje i pustanje u rad do pune funkcionalnosti mreznog preklopnika slijedeéih
minimalnih  tehnickih  karakteristika:- 8x10/100BaseTX prikljucnica RJ-45,- 2xGigabit Combo port (RJ-45 ili SFP sucelje),
- L2 mreZni preklopnik,- podrzane mrezne norme:IEEE 802.3 10BaseT, IEEE 802.3u 100BaseTX, IEEE 802.3ab 1000BaseT, IEEE 802.3z
1000BaseX, IEEE 802.3x Flow control, IEEE 802.3af PoE, IEEE 802.3at PoE+, IEEE 802.3ad Trunk (Link Aggregation), IEEE 802.1 (0]
VLAN, IEEE 802.1p Class of Service, IEEE 802.1x Port Based Network Access Control, [EEE 802.1d Spanning Tree Protocol
IEEE 802.1w Rapid Spanning Tree Protocol - raspon temperaturnog podrucja rada: najmanje od 0°C do +40°C, 20%-85% viaZnosti,
-dimenzije: 263x170x44mm,-masa:1,3kg,-napajanje: 48VDC, 2,54, max. 120W,100W PoE. kao tip: DN-95301, Digitus ili Jednakovrijedan.
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SUBJECT: Delivery of the Clarification from the Contracting authority issued at November 6™ 2014, regarding the requested clarification from the

interested Tenderer regarding the published local open tender procedure, Contract title 2°0rd/0021/ADRIAIR - Equipping of airports upon
requirements of Schengen air transport, publication reference PRAG/03/2014/EN.

To whom it may concern ,

Here below is a question (request for clarification) from an interested tenderer and an answer (clarification) given from the Contracting Authority.
Q: Dear Sir,

Regarding to this fender we are submitting a question.

13. Hard Drive - Supply and installation of hard disk storage capacity of 2 TB - like the type of HDD / 2TB / S-ATA RAID HDD, Geutebriick
or Equal

17. Laptop computer - Supply, delivery, installation and connection of the user portable (laptop) computer with minimum technical
characteristics: a computer with a quad-core processor operating frequency of at least 3 GHz Memory: Ix4 GB DDR3 Hard Drive: 500 GB
SATA, 7200 rpm / min, Graphics: graphics Card 2 GB DDR3, HDMI + DVI, network interface: integrated 10/100/1000 LAN (RJ45)
connectors: USB 2.0; USB 3.0 Operating System: Microsoft Windows 7 Pro, antivirus accessories: USB HR keyboard, USB optical scroll
mouse, LCD 17.3 "Full HD, as well as type: KonATar or equivalent

18. Monitor - Supply, delivery and installation of professional 42 "LCD monitor following minimum technical characteristics: screen size,
42", 16; 9, Display Technology: S-1PS, 1920 x 1080p - FULL HD, Aspect Ratio 16:09, Contrast 1300: 1, pixel [mm] 12:49, Brightness [ed /
m?] 450, video interface: DisplayPort, DVI-D, HDMI, VGA IxD-sub 15 pin, viewing Angle 178 ° horizontal / 178 ° vertical refresh rate :
60Hz Colours:> 16.7 million, power supply: 220-240VAC, 88W, operating temperature of -20 ° C to + 60 ° C, complete with bracket for
wall mounting, and type: V423-AVT, NEC or equivalent,

27. Network switch - Supply, delivery, installation, testing and commissioning to full functionality of the network switches Sfollowing
minimum technical characteristics: IPv6 Gigabit Ethernet PoE, 24x10/ 100/ 1000BaseTX RJ-45 PoE - 2xGigabit SFP interface, supported
networking standards IEEE 802.3 10BaseT, 100BaseTX IEEE 802.3u, IEEE 802.3ab 1000BaseT IEEE 802.3z 1000BaseX, IEEE 802.3x
Flow control, IEEE 802.3af PoE and IEEE 802.3at PoE +, IEEE 802.3ad Trunk (Link Aggregation), IEEE 802.1 Q VLAN, IEEE 802.1p
Class of Service IEEE 802.1X Port-Based Network Access Control, IEEE 802.1d Spanning Tree Protocol

IEEE 802.1w Rapid Spanning Tree Protocol - the temperature range of areas: a minimum of 0 ° C to 45 ° C, 10% - 90% humidity -
Dimensions: 440 x 220 x 44 mm, weight: 4.3kg, Power: 100 -240VAC, max.195W, 180W PoE. - As a type: DN-95316, Digitus or equivalent,
28. Network switch - Supply, delivery, installation, testing and commissioning to full functionality of the network switches Jollowing
minimum technical characteristics: IPv6 Gigabit Ethernet PoE -16x10/ 100 / 1000BaseTX RJ-45 PoE -2xGigabit SFP interface - supported
network standards: IEEE 802.3 10BaseT, 100BaseTX IEEE 802.3u, IEEE 802.3ab 1000BaseT [EEE 802.3z | 000BaseX, IEEE 802.3x Flow
control, IEEE 802.3af PoE and IEEE 802.3at PoE +, IEEE 802.3ad Trunk (Link Aggregation), 802.1 Q VLAN EEE IEEE 802.1p Class of
Service IEEE 802.1X Port-Based Network Access Control, IEEE 802.1d Spanning Tree Protocol, IEEE 802.1w Rapid Spanning Tree
Protocol - the temperature range of areas: a minimum af 0 ° C to 45 ° C, 10% - 90% humidity - dimensions: 440 x 220 x 44 mm - weight:
3.4kg - power Supply: 100-240VAC, max.145W, 130W PoE. - As a type: DN-95315, Digitus or equivalent,

29. Network switch - Supply, delivery, installation, testing and commissioning to full functionality of the network switches Jollowing
minimum technical characteristics: - 8x10 / 100BaseTX RJ-45 connector - 2xGigabit Combo port (RJ-45 or SFP interface) - L2 network
switch - supported networking standards: IEEE 802.3 10BaseT, 100BaseTX IEEE 802.3u, IEEE 802.3ab 1000BaseT IEEE 802.3=
1000BaseX, IEEE 802.3x Flow control, IEEE 802.3af PoE and IEEE 802.3at PoE +, [EEE 802.3ad Trunk (Link Aggregation ), IEEE
802.1Q VLAN, IEEE 802.1p Class of Service IEEE 802.1X Port-Based Network Access Control, IEEE 802.1d Spanning Tree Protocol

IEEE 802.1w Rapid Spanning Tree Protocol - range of temperature range of operation: at least from (0 ° C to + 40 ° C, 20% -85% moisture,
-Dimensions: 263x170x44mm, -Weight: 1.3kg, -Power supply: 48VDC, 2.54, max.120W, 100W PoE. as type: DN-95301, Digitus or

equivalent.
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In fact, through market research and contacting almost all IT companies in Croatia and several in Europe, we got an explanation that this
kind of equipment is no longer produced in the whole Europe. Even the manufacturer of the projected equipment for listed items confirmed
us that this equipment does not have an EU origin.

A: We are not able to grant exemptions from requirements for EU origin for specific items in bill of quantities at this point of tender process.
We, however, invite all potential tenderers to submit offers for the equipment that does not have EU origin. If we determine after opening
the bids that there are no suitable equipment with EU origin for specific items in the bill of quantities, we will accept the best offer for the
equipment that does not have EU origin (we will need prior approval for exemption/derogation from IPA Adriatic Managing Authority).

Regards,

Rijeka Airport Ltd
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The Programme is co-funded by the European Union, Instrument for Pre-Accession Assistance (IPA).
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